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Step 21. Remove old gaskets and 
reassemble service stop valve and 
check valve with new gaskets. 
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 Part Name Bolt Size 
Torque Rating 

FT/LBS 

1. Motor Cover plate 
M12x1.75x45 or 
M12x1.75x40 72 

2. Oil Filter Flange M12X1.75x35 72 
3. Cleaning Cover M12X1.75x35 72 
4. Oil Switch Flange M12X1.75x65 72 
5. Discharge Flange  

1 ½”  M16x2.0x55 116 

6. Suction Flange 2 ½” M16x2.0x55 116 
7. Discharge Flange 

 2 ½”  M16x2.0x55 116 

8. Suction Flange 3” M20x2.0x60 145 
9. Discharge Flange 3” M20x2.0x60 145 
10. Suction Flange 4” M20x2.0x65 145 
11. Discharge Flange 4” M20x2.0x60 145 
12. Suction Flange 5” M16x2.0x60 116 
13. Sight Glass  14 
14. Plug P1.P2 ¼” P.Tx11 14 
15. Piston Rod  36 
16. Bolt M6x1.0x?? 7 
17. Bolt M8x1.25x?? 18 
18. Bolt M10x1.5x?? 36 
19. Bolt M12x2.0x?? 72 
20. Bolt M16x2.0x?? 145 
21. Bolt M20x2.0x?? 275 
22. Power Bolt  65 
23. Terminal Cover Plate M12 65 
24. Copper Nuts for Wire 

Connections ¾” 22-29 
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Hex Key Size Chart in Metric 
 BOLT 

Size 
Hex Key 

Size 
M3 2.5 
M4 3 
M5 4 
M6 5 
M8 6 

M10 8 
M12 10 
M14 12 
M16 14 
M18 14 
M20 17 
M22 17 
M24 19 


